May 10, 2016

F: \sitedev\15207 — Jocko River Hatchery\Jocko — C3D\CADD\Sheets\C—106.dwg

Copyright 2016C,
Robert Peccia

S102

18%" GALVANIZED STEEL (12 GA. STEEL)
"GRIP STRUT” 8—DIAMOND PLANK (3"
CHANNEL DEPTH).

NOTE:

STOP FLARED WALL TOP 9" AWAY
FROM EDGE OF PLANKS (TYPICAL
BOTH SIDES OF PLANK).
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) 12 |>00NTRACTOR TO VERIFY
o COMPATIBILITY OF SOLID SLEEVE
| < WITH EXISTING STANDPIPES PRIOR
¥ TO INSTALLING SLEEVES.
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l>8" DI SOLID SLEEVE—
CAST INTO FLOOR <«
SLAB. PROVIDE
ADDITIONAL FITTINGS
AS REQUIRED TO <
RECONNECT TO
EXISTING BURIED <
DISCHARGE PIPING.
REUSE EXISTING <« FLOOR SLOPE TRANSITION
STANDPIPES. Q (4” DROP OVER 12”)
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RACEWAY OUTLET PLAN

SCALE: 1/4"=1'-0"
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S102

JUMP SCREEN. CONSTRUCT OF
%" THICK PUNCHED ALUMINUM
SHEET WITH %"¢ PERFORATIONS,
%" STAGGER AND 40% OPEN

N

a

REUSE EXISTING 2" INLET
PIPING AND VALVES

AREA. CONSTRUCT FRAME UNDER

SCREEN OF 2" ALUMINUM ANGLE.
SECURE SCREEN ASSEMBLY ON

2" ALUMINUM ANGLE, ANCHORED
TO RACEWAY WALLS.
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=D 2” PVC DRAIN PIPE, CENTERED
/IN WEIR WALL (TYP). SEE
SECTION A, THIS SHEET.

=D NOTE:

RACEWAY INLET PLAN

SCALE: 1/4"=1"-0" C105

SMOOTH AND LEVEL
TO ENSURE EVEN

FLOW DISTRIBUTION. SCREWS.

I>STAFF GAUGE TO BE WEATHER
RESISTANT AND OF ALUMINUM

RACEWAY MID-POINT WALKS "\

SCALE: 1/4"=1"-0"
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C105

ALUMINUM STAFF GAUGE ON RACEWAY WALL.@
ALIGN ZERO MARK WITH TOP OF WEIR.

REUSE EXISTING 2" INLET PIPING AND
FITTINGS, IF SALVEAGEBLE. EXTEND PIPE
ASSEMBLY UP APPROX. 2” TO AVOID
CONFLICT WITH NEW RACEWAY WALLS
(TYP 4 PER RACEWAY).
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NORMAL
2" SCH 40 PVC PIPE
THROUGH WEIR WALL\

RACEWAY
WATER
LEVEL

2" GRIPPER MECHANICAL TEST

%/ )

18"

REPLACE EXISTING VALVE WITH
NEW 2" FULL—PORT BRASS GATE

VALVE (THD) WITH REMOVABLE
HANDWHEEL OPERATOR

\EXISHNG UNION

CORROSION—RESISTANT 2”LONG
CONCRETE ANCHORS OR

213

=D 106 (OR SIMILAR) CONSTRUCTION, PLUG (BY OATEY OR EQUA'—)\\ | -
WITH PRE—DRILLED MOUNTING
HOLES. GAUGE TO BE 3"WIDE 5
N AND MINIMUM 0.1 THICK.
GAUGE TO BE GRADUATED IN < f
%’ INCREMENTS. PROVIDE
o GAUGE BY AQUA TECHNOLOGY
& AL ONGRETE WEIR GROUP, OR EQUAL. FASTEN

SCALE: 1/2"=1"-0"

Cc106

/EXISTING 12"
RACEWAY SUPPLY

PIPE

\RACEWAY HEAD WALL

VERIFY SCALES
BAR SCALE IS ONE INCH
ON ORIGINAL DRAWING.
O I 1"
IF NOT ONE INCH ON

THIS SHEET, ADJUST
SCALES ACCORDINGLY.
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Jocko River Trout Hatchery
Raceway Replacement
Arlee, Montana
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3" PLANT MIX
BITUMINOUS
SURFACING (MPWSS
TYPE B WITH PG
58—28 BINDER).

6” CRUSHED BASE
COURSE (1”7 MINUS).
COMPACT TO 95% OF
MODIFIED PROCTOR.

NATIVE SUBGRADE,
COMPACTED AT TOP.
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SHOW POND PLAN "\
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ADDITIVE ALTERNATE #1
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14" x 19”7 x 12" RECTANGULAR VALVE BOX
(BY NDS OR EQUAL). LID TO BE LABELED
"WATER.”

2" FULL PORT BRASS GATE VALVE (THD)
WITH REMOVABLE HANDWHEEL OPERATOR

2" GALV STEEL 90° BEND
(THD) (TYP OF 2)

3032.50

SHOW POND INLET /7

P
D

2" GALV STEEL PIPE (TYP)

2" SERVICE SADDLE

N AT

SCALE: NONE

216

C201

NEW 8" C900 PVC
INV ELEV=3031.00

VERIFY SCALES

BAR SCALE IS ONE INCH

ON ORIGINAL DRAWING.
O I 1"

IF NOT ONE INCH ON

THIS SHEET, ADJUST
SCALES ACCORDINGLY.
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Jocko River Trout Hatchery
Raceway Replacement
Arlee, Montana
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CONSTRUCTION NOTES:

CONTRACTOR TO EXCAVATE HOLE FOR OWNER—FURNISHED
LATRINE. HOLE TO BE APPROX. 12'-0" x 16'-0"x 5'-0"
DEEP. PLACE 6” THICK LAYER OF SAND OR 3/8" MINUS
AGGREGATE UNDER LATRINE, COMPACTED TO 95%. LATRINE
FINISHED FLOOR ELEVATION TO BE SET AT 3035.00 (EXISTING
GRADE IS APPROX. 3033.0) OWNER WILL PROVIDE LATRINE
AND CRANE TO SET LATRINE. CONTRACTOR TO BACKFILL
AROUND LATRINE. MOUND 3/4” MINUS CRUSHED BASE
COURSE AROUND LATRINE, MITH A MAXIMUM SLOPE TO THE
DOORS OF 1:12. COMPACT ALL MATERIAL TO 95%.
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